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Bateria do Sony VGP-BPL22

Cena 168,50 zł

Dostępność Dostępny

Przewidywany czas wysyłki 24 godziny

Numer katalogowy BT/SO-BPS22B

Kod producenta 2332095

Producent Movano

Opis produktu
Nowa bateria firmy Movano z certyfikatem jakości CE, ROHS. Akumulator wyprodukowany w oparciu o ogniwa firmy ZN.
Bateria wyposażona jest w zabezpieczenie chroniące ją przed: przepięciem, przegrzaniem, zwarciem, przeciążeniem
prądowym, głębokim rozładowaniem oraz przeładowaniem. 

Stan: fabrycznie nowa
Pojemność: 4400 mAh (49 Wh)
Napięcie: 11,1V (10,8V)
Ilość ogniw: 6 ogniw Li-Ion
Zabezpieczenie przed: przepięciem, przegrzaniem, zwarciem, przeciążeniem prądowym, głębokim rozładowaniem
oraz przeładowaniem
Certyfikat: CE, RoHS
W zestawie: bateria, instrukcja obsługi, karta gwarancyjna
Gwarancja: 24 miesiące (obudowa i elektronika), 12 miesięcy (pojemność ogniw)

Kompatybilne modele laptopów:
Sony Vaio
PCG-61211M, PCG-71211M, PCG-71211W, PCG-71212M, PCG-71213M, PCG-71311M, PCG-71313M, PCG-91111M, VC-EA36FG-
N, VC-EA38EC-L, VC-EA3L1E-W, VC-EA3S1R-W, VC-EB17FW, VC-EB1B4E, VC-EB1EOE-T, VC-EB1JFX-G, VPC-E1511G1E-W, VPC-
E1Z1E, VPC-EA1, VPC-EA100C, VPC-EA12EA, VPC-EA12EA-BI, VPC-EA12EA/BI, VPC-EA12EG, VPC-EA12EG-WI, VPC-EA12EG/WI,
VPC-EA12EH, VPC-EA12EH-WI, VPC-EA12EH/WI, VPC-EA12EN, VPC-EA12EN-BI, VPC-EA12EN/BI, VPC-EA13EH, VPC-EA13EH-B,
VPC-EA13EH-L, VPC-EA13EH-P, VPC-EA13EH-W, VPC-EA13EH/L, VPC-EA13EN, VPC-EA13EN-B, VPC-EA13EN-L, VPC-EA13EN-P,
VPC-EA13EN-W, VPC-EA13EN/L, VPC-EA15FA, VPC-EA15FA-B, VPC-EA15FA-P, VPC-EA15FA-W, VPC-EA15FA/B, VPC-EA15FA/P,
VPC-EA15FA/W, VPC-EA15FG, VPC-EA15FG/B, VPC-EA15FG/P, VPC-EA15FG/W, VPC-EA15FN, VPC-EA15FN-L, VPC-EA15FN/L, VPC-
EA16E, VPC-EA16EC, VPC-EA16EC/B, VPC-EA16EC/L, VPC-EA16EC/P, VPC-EA16EC/W, VPC-EA16ECW, VPC-EA16FA, VPC-EA16FA-
B, VPC-EA16FA-L, VPC-EA16FA-P, VPC-EA16FA-W, VPC-EA16FA/B, VPC-EA16FA/L, VPC-EA16FA/P, VPC-EA16FA/W, VPC-EA16FG,
VPC-EA16FG-B, VPC-EA16FG-G, VPC-EA16FG-L, VPC-EA16FG-P, VPC-EA16FG-W, VPC-EA16FG/B, VPC-EA16FG/G, VPC-EA16FG/L,
VPC-EA16FG/P, VPC-EA16FG/W, VPC-EA16FH, VPC-EA16FH-B, VPC-EA16FH-G, VPC-EA16FH-L, VPC-EA16FH-P, VPC-EA16FH-W,
VPC-EA16FH/B, VPC-EA16FH/G, VPC-EA16FH/L, VPC-EA16FH/P, VPC-EA16FH/W, VPC-EA16FW, VPC-EA17FG, VPC-EA17FG-B,
VPC-EA17FG/B, VPC-EA17FH-B, VPC-EA17FH/B, VPC-EA18EC, VPC-EA18EC/L, VPC-EA1AFJ, VPC-EA1AGG-BI, VPC-EA1AGG/BI,
VPC-EA1AGJ, VPC-EA1AHJ, VPC-EA1BGN/BI, VPC-EA1C5E, VPC-EA1S, VPC-EA1S1E, VPC-EA1S1E-B, VPC-EA1S1E-G, VPC-EA1S1E-
L, VPC-EA1S1E-P, VPC-EA1S1E-W, VPC-EA1S1E/B, VPC-EA1S1E/G, VPC-EA1S1E/L, VPC-EA1S1E/P, VPC-EA1S1E/W, VPC-EA1S1R-
B, VPC-EA1S1R-G, VPC-EA1S1R-L, VPC-EA1S1R-P, VPC-EA1S1R-W, VPC-EA1Z1E, VPC-EA1Z1E-B, VPC-EA1Z1E/B, VPC-EA21EG-
BI, VPC-EA21EG/BI, VPC-EA21EH-Bl, VPC-EA21EH/BI, VPC-EA21EN-BI, VPC-EA21EN/BI, VPC-EA21FDBJ, VPC-EA21FDPI, VPC-
EA21FDT, VPC-EA21FDWI, VPC-EA21FX, VPC-EA21FX-T, VPC-EA21FX/BI, VPC-EA22EA-BI, VPC-EA22EA/BI, VPC-EA22EG-BI, VPC-
EA22EG-WI, VPC-EA22EG/BI, VPC-EA22EG/WI, VPC-EA22EH-WI, VPC-EA22EH/WI, VPC-EA22EN-WI, VPC-EA22EN/WI, VPC-
EA22FX, VPC-EA22FX-B, VPC-EA22FX-G, VPC-EA22FX-L, VPC-EA22FX-P, VPC-EA22FX-W, VPC-EA22FXG, VPC-EA22FXL, VPC-
EA22FXP, VPC-EA23EH, VPC-EA23EH-B, VPC-EA23EH-L, VPC-EA23EH-P, VPC-EA23EH-W, VPC-EA23EH/B, VPC-EA23EH/L, VPC-
EA23EH/P, VPC-EA23EH/W, VPC-EA23EN, VPC-EA23EN-B, VPC-EA23EN-L, VPC-EA23EN-P, VPC-EA23EN-W, VPC-EA23EN/B, VPC-
EA23EN/L, VPC-EA23EN/P, VPC-EA23EN/W, VPC-EA24FM, VPC-EA24FM-B, VPC-EA24FM-G, VPC-EA24FM-L, VPC-EA24FM-P, VPC-
EA24FM-W, VPC-EA24FM/B, VPC-EA24FM/P, VPC-EA25EC, VPC-EA25FA-B, VPC-EA25FA-P, VPC-EA25FA-W, VPC-EA25FA/B, VPC-
EA25FA/P, VPC-EA25FA/W, VPC-EA25FG, VPC-EA25FG-B, VPC-EA25FG-L, VPC-EA25FG-P, VPC-EA25FG-W, VPC-EA25FG/B, VPC-
EA25FG/L, VPC-EA25FG/P, VPC-EA25FG/W, VPC-EA25FN, VPC-EA25FN-L, VPC-EA25FN/L, VPC-EA25FX, VPC-EA25FX-T, VPC-
EA25FX/T, VPC-EA26FA-BQ, VPC-EA26FA-N, VPC-EA26FA-PJ, VPC-EA26FA/BQ, VPC-EA26FA/N, VPC-EA26FA/PJ, VPC-EA26FF-B,
VPC-EA26FF-P, VPC-EA26FF-W, VPC-EA26FF/B, VPC-EA26FF/P, VPC-EA26FF/W, VPC-EA26FG-BQ, VPC-EA26FG-N, VPC-EA26FG-
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PJ, VPC-EA26FG/BQ, VPC-EA26FG/N, VPC-EA26FG/PJ, VPC-EA27EC, VPC-EA27FL-B, VPC-EA27FL-P, VPC-EA27FX, VPC-EA27FX-B,
VPC-EA27FX-G, VPC-EA27FX-L, VPC-EA27FX-P, VPC-EA27FX-W, VPC-EA27FX/B, VPC-EA27FX/G, VPC-EA28EC, VPC-EA290X, VPC-
EA290X-SCTO, VPC-EA290XCTO, VPC-EA2AFJ, VPC-EA2AGJ, VPC-EA2AHJ, VPC-EA2C5E, VPC-EA2FFX, VPC-EA2JFX, VPC-EA2JFX-
B, VPC-EA2JFX-G, VPC-EA2JFX-L, VPC-EA2JFX-P, VPC-EA2JFX-W, VPC-EA2JFX/B, VPC-EA2JFX/G, VPC-EA2JFX/L, VPC-EA2JFX/P, VPC-
EA2JFX/W, VPC-EA2KGX, VPC-EA2KGX-B, VPC-EA2KGX-L, VPC-EA2KGX-P, VPC-EA2KGX/B, VPC-EA2MGX, VPC-EA2S1E-B, VPC-
EA2S1E-G, VPC-EA2S1E-L, VPC-EA2S1E-P, VPC-EA2S1E-W, VPC-EA2S1E/B, VPC-EA2S1E/G, VPC-EA2S1E/L, VPC-EA2S1E/P, VPC-
EA2S1E/W, VPC-EA2S1R-B, VPC-EA2S1R-G, VPC-EA2S1R-L, VPC-EA2S1R-P, VPC-EA2S1R-W, VPC-EA2SGX/BI, VPC-EA2TGX, VPC-
EA2UFX, VPC-EA2UFX-B, VPC-EA2UFX-G, VPC-EA2UFX-L, VPC-EA2UFX-P, VPC-EA2UFX-W, VPC-EA2UFX/P, VPC-EA2VFX, VPC-
EA2VFX-W, VPC-EA2VGX, VPC-EA2VGX-T, VPC-EA2VGX/T, VPC-EA2WGX, VPC-EA31EG-BI, VPC-EA31EG/BI, VPC-EA31EN, VPC-
EA31EN-BI, VPC-EA31EN/BI, VPC-EA31FX, VPC-EA31FX-T, VPC-EA32EA/BI, VPC-EA32EA/WI, VPC-EA32EG-BI, VPC-EA32EG/BI,
VPC-EA32EH-WI, VPC-EA32EH/WI, VPC-EA32EN-BI, VPC-EA32EN/BI, VPC-EA33EN, VPC-EA33EN-B, VPC-EA33EN-L, VPC-EA33EN-
P, VPC-EA33EN-W, VPC-EA33EN/L, VPC-EA33FX, VPC-EA33FX-B, VPC-EA33FX-G, VPC-EA33FX-L, VPC-EA33FX-P, VPC-EA33FX-V,
VPC-EA33FX-W, VPC-EA35EC-BI, VPC-EA35EC/BI, VPC-EA35FA, VPC-EA35FA-B, VPC-EA35FA-P, VPC-EA35FA-W, VPC-EA35FA/B,
VPC-EA35FA/P, VPC-EA35FA/W, VPC-EA35FG, VPC-EA35FG-B, VPC-EA35FG-L, VPC-EA35FG-P, VPC-EA35FG-W, VPC-EA35FG/L,
VPC-EA35FH, VPC-EA35FH-B, VPC-EA35FH-L, VPC-EA35FH-P, VPC-EA35FH-W, VPC-EA35FH/L, VPC-EA35FL-B, VPC-EA35FL-G,
VPC-EA35FL-L, VPC-EA35FL-P, VPC-EA35FL-W, VPC-EA36FA, VPC-EA36FA-B, VPC-EA36FA-G, VPC-EA36FA-L, VPC-EA36FA-N, VPC-
EA36FA-P, VPC-EA36FA-W, VPC-EA36FA/N, VPC-EA36FF, VPC-EA36FF-B, VPC-EA36FF-P, VPC-EA36FF-W, VPC-EA36FF/B, VPC-
EA36FF/P, VPC-EA36FF/W, VPC-EA36FG, VPC-EA36FG-B, VPC-EA36FG-G, VPC-EA36FG-L, VPC-EA36FG-P, VPC-EA36FG-W, VPC-
EA36FG/B, VPC-EA36FG/BQ, VPC-EA36FG/G, VPC-EA36FG/L, VPC-EA36FG/N, VPC-EA36FG/P, VPC-EA36FG/PJ, VPC-EA36FG/W,
VPC-EA36FH, VPC-EA36FH-B, VPC-EA36FH-G, VPC-EA36FH-L, VPC-EA36FH-P, VPC-EA36FH-W, VPC-EA36FH/P, VPC-EA36FM, VPC-
EA36FM-B, VPC-EA36FM-L, VPC-EA36FM-P, VPC-EA36FM-T, VPC-EA36FM-V, VPC-EA36FM-W, VPC-EA36FW/B, VPC-EA36FW/P,
VPC-EA36FW/W, VPC-EA36FX, VPC-EA36FX-B, VPC-EA36FX-G, VPC-EA36FX-L, VPC-EA36FX-P, VPC-EA36FX-T, VPC-EA36FX-V,
VPC-EA37EC-P, VPC-EA37EC/P, VPC-EA37FA-B, VPC-EA37FA/B, VPC-EA37FG-B, VPC-EA37FG/B, VPC-EA37FH-B, VPC-EA37FH/B,
VPC-EA37FL-B, VPC-EA37FL-V, VPC-EA37FW/B, VPC-EA37FX, VPC-EA37FX-B, VPC-EA37FX-G, VPC-EA37FX-L, VPC-EA37FX-P,
VPC-EA37FX-V, VPC-EA37FX-W, VPC-EA38EC/L, VPC-EA3A4E, VPC-EA3A4E-W, VPC-EA3AFJ, VPC-EA3AFX, VPC-EA3AFX-T, VPC-
EA3AGJ, VPC-EA3AHJ, VPC-EA3B4E, VPC-EA3B4E-P, VPC-EA3BFX, VPC-EA3BFX-T, VPC-EA3BGN, VPC-EA3BGN-BI, VPC-
EA3BGN/BI, VPC-EA3C4E, VPC-EA3C4E-L, VPC-EA3C5E, VPC-EA3CFX, VPC-EA3CFX-B, VPC-EA3CFX-L, VPC-EA3CFX-P, VPC-
EA3CFX-V, VPC-EA3CFX-W, VPC-EA3CFX/B, VPC-EA3CFX/L, VPC-EA3CFX/P, VPC-EA3CFX/V, VPC-EA3CFX/W, VPC-EA3D4E, VPC-
EA3D4E-G, VPC-EA3GGX, VPC-EA3HGX, VPC-EA3KGX, VPC-EA3L1E, VPC-EA3L1E-B, VPC-EA3L1E-G, VPC-EA3L1E-L, VPC-EA3L1E-
P, VPC-EA3L1E-V, VPC-EA3L1E/B, VPC-EA3L1E/G, VPC-EA3L1E/L, VPC-EA3L1E/P, VPC-EA3L1E/W, VPC-EA3LGX, VPC-EA3M1E,
VPC-EA3M1E-B, VPC-EA3M1E-G, VPC-EA3M1E-L, VPC-EA3M1E-P, VPC-EA3M1E-V, VPC-EA3M1E-W, VPC-EA3M1E/B, VPC-
EA3M1E/G, VPC-EA3M1E/L, VPC-EA3M1E/P, VPC-EA3M1E/V, VPC-EA3M1E/W, VPC-EA3PGX, VPC-EA3S1E, VPC-EA3S1E-B, VPC-
EA3S1E-G, VPC-EA3S1E-L, VPC-EA3S1E-P, VPC-EA3S1E-V, VPC-EA3S1E-W, VPC-EA3S1E/B, VPC-EA3S1E/G, VPC-EA3S1E/L, VPC-
EA3S1E/P, VPC-EA3S1E/V, VPC-EA3S1E/W, VPC-EA3S1R-B, VPC-EA3S1R-G, VPC-EA3S1R-L, VPC-EA3S1R-P, VPC-EA3S1R-V, VPC-
EA3SFJ/T, VPC-EA3SFX, VPC-EA3SFX-N, VPC-EA3SFX/BQ, VPC-EA3SFX/N, VPC-EA3UFX, VPC-EA3Z1R-N, VPC-EA40EL, VPC-
EA40EL-B, VPC-EA40EL-L, VPC-EA42EA/BI, VPC-EA42EG, VPC-EA42EG/BI, VPC-EA42EG/WI, VPC-EA42EH/WI, VPC-EA43EG, VPC-
EA43EG-B, VPC-EA43EG-P, VPC-EA43EG-W, VPC-EA43EG/B, VPC-EA43EG/P, VPC-EA43EG/W, VPC-EA43FX, VPC-EA43FX-T, VPC-
EA44FX, VPC-EA44FX-Tf, VPC-EA45FA/B, VPC-EA45FA/W, VPC-EA45FG-B, VPC-EA45FG-L, VPC-EA45FG-P, VPC-EA45FG-W, VPC-
EA45FG/B, VPC-EA45FG/L, VPC-EA45FG/P, VPC-EA45FG/W, VPC-EA45FH, VPC-EA45FH-B, VPC-EA45FH-L, VPC-EA45FH-P, VPC-
EA45FH-W, VPC-EA45FH/B, VPC-EA45FH/L, VPC-EA45FH/P, VPC-EA45FH/W, VPC-EA45FJ/PI, VPC-EA45FJ/T, VPC-EA45FJ/WI, VPC-
EA45FL, VPC-EA45FL-B, VPC-EA45FL-L, VPC-EA45FL-V, VPC-EA45FX, VPC-EA45FX-T, VPC-EA46FG-B, VPC-EA46FG-L, VPC-
EA46FG-W, VPC-EA46FG/B, VPC-EA46FG/L, VPC-EA46FG/W, VPC-EA46FM, VPC-EA46FM-B, VPC-EA46FM-G, VPC-EA46FM-L, VPC-
EA46FM-P, VPC-EA46FM-V, VPC-EA46FM-W, VPC-EA47FX-B, VPC-EA47FX-L, VPC-EA47FX-P, VPC-EA47FX-V, VPC-EA47FX-W, VPC-
EA4AFJ, VPC-EA4AFX, VPC-EA4AFX-B, VPC-EA4AFX-L, VPC-EA4AFX-P, VPC-EA4AFX-V, VPC-EA4AFX-W, VPC-EA4AFX/B, VPC-
EA4AFX/L, VPC-EA4AFX/P, VPC-EA4AFX/V, VPC-EA4AFX/W, VPC-EA4AGJ, VPC-EA4AHJ, VPC-EA4BGN, VPC-EA4M1R, VPC-EA4S1E,
VPC-EA4S1E-B, VPC-EA4S1E-G, VPC-EA4S1E-L, VPC-EA4S1E-V, VPC-EB11FD, VPC-EB11FM, VPC-EB11FM-T, VPC-EB11FM/WI,
VPC-EB11FX, VPC-EB11FX-T, VPC-EB11FX/BI, VPC-EB11FX/T, VPC-EB11FX/WI, VPC-EB11GX/BI, VPC-EB12EG/BI, VPC-
EB12EG/WI, VPC-EB12EN/BI, VPC-EB12EN/WI, VPC-EB12FX, VPC-EB12FX-BIC, VPC-EB12FX-T, VPC-EB12FX/BIC, VPC-EB12FX/T,
VPC-EB13EL, VPC-EB13FA/BI, VPC-EB13FA/WI, VPC-EB13FG, VPC-EB13FG/BI, VPC-EB13FG/WI, VPC-EB13FX/BI, VPC-EB14EN/BI,
VPC-EB14EN/WI, VPC-EB14FX, VPC-EB14FX-T, VPC-EB14FX/BI, VPC-EB15EL, VPC-EB15FA/B, VPC-EB15FA/W, VPC-EB15FG, VPC-
EB15FG/B, VPC-EB15FG/P, VPC-EB15FG/W, VPC-EB15FH, VPC-EB15FH-B, VPC-EB15FH-P, VPC-EB15FH-W, VPC-EB15FH/B, VPC-
EB15FH/P, VPC-EB15FH/W, VPC-EB15FM, VPC-EB15FM-BI, VPC-EB15FM-T, VPC-EB15FM/BI, VPC-EB15FM/T, VPC-EB15FM/WI,
VPC-EB15FW, VPC-EB15FX, VPC-EB15FX-T, VPC-EB15GB, VPC-EB16FG, VPC-EB16FG-B, VPC-EB16FG-G, VPC-EB16FG-L, VPC-
EB16FG-P, VPC-EB16FG-W, VPC-EB16FG/B, VPC-EB16FG/G, VPC-EB16FG/L, VPC-EB16FG/P, VPC-EB16FG/W, VPC-EB16FX, VPC-
EB16FX-B, VPC-EB16FX-L, VPC-EB16FX-P, VPC-EB16FX-W, VPC-EB17FA/B, VPC-EB17FA/W, VPC-EB17FG, VPC-EB17FG/B, VPC-
EB17FG/W, VPC-EB17FJ/B, VPC-EB17FJ/L, VPC-EB17FJ/P, VPC-EB17FJ/W, VPC-EB17FL, VPC-EB17FW, VPC-EB17FX, VPC-EB17FX-
B, VPC-EB17FX-L, VPC-EB17FX-P, VPC-EB17FX-W, VPC-EB18EC, VPC-EB18EC-T, VPC-EB18EC-WI, VPC-EB18EC/T, VPC-
EB18EC/WI, VPC-EB18FJ/B, VPC-EB18FJ/L, VPC-EB18FJ/P, VPC-EB18FJ/W, VPC-EB1A, VPC-EB1A4E, VPC-EB1AFJ, VPC-EB1AGG,
VPC-EB1AGG/BI, VPC-EB1AGJ, VPC-EB1AHJ, VPC-EB1AVJ, VPC-EB1AVJA, VPC-EB1AVJB, VPC-EB1C5E, VPC-EB1E0E, VPC-
EB1E0E/T, VPC-EB1E0E/WI, VPC-EB1E1E, VPC-EB1E1E-WI, VPC-EB1E1E/WI, VPC-EB1E1R-T, VPC-EB1E9E-BJ, VPC-EB1E9J, VPC-
EB1E9J-BJ, VPC-EB1E9J/BJ, VPC-EB1J, VPC-EB1J1E, VPC-EB1J1E-WI, VPC-EB1J1E/WI, VPC-EB1J8E, VPC-EB1JFX, VPC-EB1JFX-B,
VPC-EB1JFX-L, VPC-EB1JFX-P, VPC-EB1JFX-W, VPC-EB1JFX/B, VPC-EB1JFX/G, VPC-EB1JFX/L, VPC-EB1JFX/P, VPC-EB1JFX/W, VPC-
EB1KGX, VPC-EB1KGX-B, VPC-EB1KGX-W, VPC-EB1LFX, VPC-EB1M0E, VPC-EB1M0E/WI, VPC-EB1M1E, VPC-EB1M1E-BJ, VPC-
EB1M1E-T, VPC-EB1M1E-WI, VPC-EB1M1E/BJ, VPC-EB1M1E/T, VPC-EB1M1E/WI, VPC-EB1S, VPC-EB1S0E, VPC-EB1S1E, VPC-
EB1S1E-BJ, VPC-EB1S1E-WI, VPC-EB1S1E/BJ, VPC-EB1S1E/WI, VPC-EB1S1R-T, VPC-EB1Z0E-B, VPC-EB1Z0E/B, VPC-EB1Z1E, VPC-
EB1Z1E-B, VPC-EB1Z1E/B, VPC-EB1Z1R-B, VPC-EB21EG/BI, VPC-EB21EN/BI, VPC-EB21FDBQ, VPC-EB21FDEA4S1, VPC-
EB21FDWI, VPC-EB21FG-PI, VPC-EB21FG/BI, VPC-EB21FG/PI, VPC-EB22EG/BI, VPC-EB22EG/WI, VPC-EB22EN/BI, VPC-
EB22EN/WI, VPC-EB22FX, VPC-EB23FG-WI, VPC-EB23FG/BI, VPC-EB23FG/WI, VPC-EB23FM, VPC-EB23FM-T, VPC-EB23FX, VPC-
EB23FX-T, VPC-EB24EN/BI, VPC-EB24EN/WI, VPC-EB24FX, VPC-EB24FX-T, VPC-EB25FG, VPC-EB25FG-B, VPC-EB25FG-P, VPC-
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EB25FG-W, VPC-EB25FG/B, VPC-EB25FG/P, VPC-EB25FG/W, VPC-EB25FH/G, VPC-EB25FH/L, VPC-EB25FH/P, VPC-EB25FH/W,
VPC-EB25FL, VPC-EB25FW, VPC-EB25FX, VPC-EB25FX-T, VPC-EB26FA/B, VPC-EB26FA/W, VPC-EB26FF/B, VPC-EB26FG, VPC-
EB26FG-B, VPC-EB26FG-G, VPC-EB26FG-L, VPC-EB26FG-P, VPC-EB26FG-W, VPC-EB26FG/B, VPC-EB26FG/G, VPC-EB26FG/L, VPC-
EB26FG/P, VPC-EB26FG/W, VPC-EB26FX, VPC-EB26FX-T, VPC-EB26GX, VPC-EB26GX-T, VPC-EB27FA/B, VPC-EB27FA/W, VPC-
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EF2S1E-BI, VPC-EF2S1E-WI, VPC-EF2S1E/BI, VPC-EF2S1E/WI, VPC-EF34FDBI, VPC-EF3E1E-WI, VPC-EF3E1E/WI, VPC-EF3S1E-BI,
VPC-EF3S1E/BI, VPC-EF3S1E/WI, VPC-EF4E1E, VPC-EF4E1R, VPCEA4S1E-WBQ

W niektórych modelach laptopów może być stosowane kilka rodzajów baterii. W razie wątpliwości, czy bateria jest właściwa
lub szukasz baterii do innego modelu laptopa, prosimy o kontakt pod adresem biuro@laptophit.pl
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